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KOMATSU PC210LC-11

DODATKOWE INFORMACJE

Producent KOMATSU

Waga [t] 23.0

Motogodziny 4106

Rok 2019

Categories: Construction machinery, Crawler Excavators

Galeria produktu

Specyfikacja

monoblock
Miller hydraulic quick coupler
Komatsu SAA6D107E-3 123 kW
shear/hammer hydraulics
digging bucket
steel tracks
insert width 700mm
rear camera
side camera

https://lupher.estima.site/en/product-category/construction-machinery/
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https://lupher.estima.site/wp-content/uploads/2023/07/logo_yellow.png


Lupher Maszyny Budowlane - November 8, 2025

Wielopole 141
33-311 Wielogłowy

DZIAŁ SPRZEDAŻY
+48 602 506 411
+48 602 684 577
lupher@lupher.pl

manual lubrication
radio
heating
air conditioning
work light

OPIS PRODUKTU

The 2019 Komatsu PC210LC-11 crawler excavator is a sturdy machine weighing 23 tons with 4,106
horsepower. It is equipped with a monobloc boom and a Miller hydraulic quick coupler, making it easy
to connect attachments quickly and safely. It is powered by a 123 kW Komatsu SAA6D107E-3 engine.
The excavator has hydraulics suitable for operating a shear or hammer and a digging bucket.
Stability and traction are provided by steel tracks with 700 mm wide plates. Additional equipment
includes a rear and side camera, manual lubrication system, radio, heating, air conditioning and
working lights, which contributes to comfort and safety.
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